


Specifications

Computer Inputs

	 Type:	 	 RGB analog video
	 Interface:		 1:1, 2:1 (interlaced or non-interlaced)
	 Amplitude:	 0.5 V to 1.0 V peak-peak (black level to white level)
	 Pedestal:		 0 to 120 mV
	 Impedance:	 Bridging or 75 ohm switchable
	 Connectors:	 15-pin HD D-Sub (female)
	 Resolution:	 640 x 480 to 1600 x 1200 pixels
	 Scan rate:	 15 kHz to 150 kHz
	 Sync type:	 Sync on green, separate composite sync or
	 	 	 separate horizontal drive and vertical drive
	 Sync on green:	 200 mV to 400 mV
	 Separate sync:	 1.0 V to 4.0 V; polarity negative / positive
	
Audio Inputs

	 Signal level:	 Line level, 1 V r.m.s. max
	 Input impedance:	 Bridging
	 Connectors:	 Dual RCA phono connectors

MPEG-2 Output

	 Video:	 	 MPEG-2 compliant with RFC-1889 and RFC-2550
	 	 	 Main profile at main level
	 Audio:	 	 MPEG-1 layer 2 at 256 or 384 kbits/s
	 Output interface:	 10 BASE-T / 100 BASE-TX, auto sensing
	 Output bandwidth:	1.2 Mbits/s to 7.5 Mbits/s
	 Protocol:		 UDP or UDP with RTP
	 	 	 Unicast or multicast models
	 Error correction:	 Forward Error Correction (FEC)

Video Outputs

	 Scan rate:	 15.734 kHz, 29.97 Hz / 15.625 kHz, 25 Hz
	 Composite:	 1.0 V peak-peak, BNC (female) connector
	 S-Video:		 Standard S-Video levels on a 4 pin mini DIN connector
	 CAV:	 	 RGB and Y Pb Pr on BNC connectors

Genlock

	 Input:	 	 Composite video (NTSC / PAL), black burst

Serial Communications

	 Type:	 	 RS-232, on DB9 subminiature D connector (female)
	 Data:	 	 8 bits, 1 start, 1 stop
	 Echo:	 	 User selectable
	 Baud rate:	 4800, 9600,19200,38400,57600,115200

Physical

	 Dimensions:	 16.9" W x 8" D x 1.74" H (excluding rack mount ears)
	 Rackmount:	 Rackmount kit included
	 Weight:	 	 8.0 lbs. (3.6 kg)
	 Power:	 	 90 - 132 V AC or 180 - 264 V AC 50 / 60 Hz < 40 VA
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